
360XL-MID MOBILE KIT 

Amplifier & Audio Control Cable Self-contained 2 x 160W amp

Tripod Heavy-duty BSM 275 tripod and hard case

INCLUDED ACCESSORIES

DIRECTIONALITY, 
POWER & RANGE
 › 360° uniform sound coverage

 › Highly intelligible voice
communication over 2.0 sq. km area

FEATURES
 › Complete mass notification kit

(emitter head, power amplifier,
control module, push-to-talk mic)

 › Lightweight & compact form factor

 › Low power consumption for
extended power outages

 › Unparalleled vocal clarity
and intelligibility

 › Operator volume & range control

APPLICATIONS
 › Military & National Guard

 › Law Enforcement

 › Homeland Security

 › Incident Management

 › Emergency Warning

 › Public Safety Notification

The 360XL-MID Mobile Kit 
broadcasts public safety 
noti ications and emergency 
warnings with Genasys' 
unsurpassed vocal clarity and 
area coverage

L360XL-MID Mobile Kit, manually operated, mass 
notification communication system with hard case

Heavy-Duty Mast Extends to 28ft  (8 meters)

360XL-MID Mobile Kit
Rapidly Deployable Public Safety Notification System

COMPACT, RUGGED POWER AMPLIFIER
• Self-contained

• 2 x 160W Class-D amplifier

• Two 12V LiFePO4 batteries

(25 AH, Rechargable) 

• LED battery level indicator

• Operates on AC or DC power

• �Stainless Steel Mil Spec

D38999 Connectors

• �Weather and shock-resistant, high performance

protective case

• �Dash Mount Control Module

• �MP3 Player with Record-on- the-Fly Microphone



RAPIDLY DEPLOYABLE AND 
HIGHLY INTELLIGIBLE PUBLIC 
SAFETY  NOTIFICATION
This Genasys omnidirectional 
emergency warning and mass 
notification system is housed in a 
lightweight, compact form factor.

Featuring industry-leading voice 
intelligibility, every word in a 
Genasys 360XL-MID broadcast is 
clearly heard and understood over 
a 2.0 sq. km area.

Ideal for military sites, compounds, 
small campuses, industrial sites and 
incident management, the portable 
360XL-MID Mobile Kit delivers voice 
and emergency broadcasts with 
unsurpassed clarity and area 
coverage.

Multiple systems can be employed 
to cover larger areas if needed. The 
360XL-MID Mobile Kit quickly deploys 
and does not require heavy 
equipment for transport or setup.

Maximum SPL @ 1 Meter	 133 dBA

70 DB Coverage Radius 800 m

Acoustic Array Dimensions Dia = 24 in / 60.8 cm 
H = 24 in / 60.8 cm

Acoustic Array Weight 70 lb / 31.75 kg

Acoustic Array Connector D38999

Audio Input 320 W / 4 ohms

Temperature -40° C to +60° C

Environmental Requirements Fully sealed system designed for permanent outdoor use.  
Impact and wind resistant for mobile installations.

Battery Life Up to 4 hours continuous operation.
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